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GENERAL NOTES
EXISTING STORM AND SANITARY STRUCTURE SCHEDULE 1. EXISTING CONDITIONS AND TOPOGRAPHIC FEATURES, INCLUDING
UTILITIES, HAVE BEEN LOCATED FROM FIELD LOCATES BY ALL-—
M Number |Rim Elev. |Structure Type Inv. Dir.{Inv. El. (Inv. Dia.|Inv. Mat. | Inv. Dir.|Inv. El. Inv. Dia. [Inv. Mat. [Inv. Dir.|{Inv. El. |lnv. Dia. {Inv. Mat. | Inv. Dir.|Inv. El. |Inv. Dia. |Inv. Mat. LINES AND SURVEY BY THE SIGMA GROUP DATED JULY
5 652.92|St Combo Inlet W 650.5 6|hdpe E 650.6 6|hdpe SE 648.5 10(DI 2013 AND/OR UT”—'TY RECORDS
6 652.3|St Combo Inlet S 650.2 6|hdpe E 646.4 3Dl
EXISTING TREE 10 655.79|St Combo Inlet N| 6515  12|concrete| NW| 6515 2fconcrete | SW| _ 6515] _ 10|concrete e[ 6512]  18|concrete 2 COMPLY WITH CONDITIONS OF PERMITS OBTAINED IN
BENCHMARK 12 656.78|St Grate Inlet NE 648.3 18|concrete SW 648.4 18|concrete NE 648.6 12|concrete CONJUNC"HON W|"|'|_| TH|S WORK COPH_:S Ol__ PERMH’S’ ||__ ANY’
$ 16 643.726|St Combo Inlet E 637.0 12|concrete W 634.7 12|concrete ARE A\/AH_ABLE |N PROJECT MANUAL OR I_—ROM OV\/NER UPON
18 646.66|St Combo Inlet NW| 642.7 12(concrete SE 645.1 6|hdpe SW 642.9 12|concrete
‘ REQUEST.
19 646.59|St Combo Inlet E 644.3 6|hdpe SW 643.4 3Dl NW 645.2 6|hdpe
——w——mw——w——w——w——w——w-  OGAS LINE e I e Ehdoe . 3. PROVIDE FLAGMEN WHERE IMPACTS TO VEHICULAR AND
e ' - ' ' PEDESTRIAN TRAFFIC ARE POTENTIALLY CONFUSING, SUCH AS
on —— e —— o0 —— o0 — o — v —on WATER LINE 2 ssastonbo et Wl 681  Glhdee W 6537]  6jhdpe 6410 8D DETOURS, CONSTRUCTION MACHINE OPERATING AREAS, WORK
28|  647.55|St Grate Inlet e[ 640.0 1 |enmeres sw| 6402 15 eanerate NEAR PARKING LOTS, AND VA OPERATIONS AREAS SUCH AS
cowo e ows e ws oo —ws STORMUSEWER LINE 29 649.17|5t Combo Inlet sE| es0  L2lpve VALET AND WAREHOUSE SERVICES.
o N — A AN SN — N — S — SaN— SANITARY SEWER LINE 30 650.53|St Combo Inlet SE 645.9 12|concrete E 646.0 12|concrete
2 gigiézgmi:f; SVE g:gi ﬁ : NWI 6465 12/concrete 4. COMPLY WITH PERTINENT PROVISIONS OF "SAFETY AND HEALTH
e e e+ . .« . UNDERGROUND ELECTRIC ~ 656-79&;&2';; Y 1222:5[;2 REGULATIONS FOR CONSTRUCTION” ISSUED BY THE U.S.
: ' DEPARTMENT OF LABOR.
34 655.83|St Combo Inlet SE 647.0 12|concrete NE 649.9 12|concrete NW 650.1 12|concrete
COMMT COMMT MM oMM MM COMM COMMUNICATIONS  LINE 35|  649.428|St Grate Inlet NW| 643.2 12|concrete NW 641.7 18|concrete SE| 6418 12|concrete NE| 641.4 concrete
TELEPHONE LINE 36 649.16|St Grate Inlet NE| 641.2 641.2 5. TEMPORARY TRAFFIC CONTROL WILL BE REQUIRED IN ORDER TO
T e 37] _ 647.741]St Combo Inlet s| 6436]  12]concrete COMPLETE SITE WORK. NOTIFY CONTRACTING OFFICER’S
W FIBER OPTIC LINE o REPRESENTATIVE (COR) TWO WEEKS BEFORE, AND AGAIN 24 HRS.
: PRIOR TO IMPACTING ANY TRAFFIC LANES OR PARKING LOTS.
a8 641.95|St Grate Inlet N 626.0 18|concrete NE 618.2 36|concrete SW 618.2 36|concrete
£ ELECTRICAL PEDESTAL — T T R | — T oo pre TEMPORARY TRAFFIC CONTROL WILL BE INCIDENTAL TO
103 646.99|San Manhole SW| 626.3 pvc NE 625.2 concrete CONSTRUCTION ACTIVITIES.
STORM MANHOLE 260|  662.847|San Manhole Nw| 634.0 12|concrete W 634.0 8|concrete SW| 6359 8|concrete SE| 633.8 18|concrete
272]  659.708|San Manhole nw| 6268 18|concrete 626.8 18|concrete 0. PROTECT UTILITIES, TREES AND SITE IMPROVEMENTS TO REMAIN.
@ SANITARY MANHOLE 311 657.1|St Grate Inlet NE| 6516 12|concrete SE 651.4 12|concrete NW| 6515 12|concrete DAMAGE TO EXISTING UTILITIES, TREES/SHRUBS/\/EGETATION, SOD
318]  657.38[StSolid Lid sw| 6521  12fconcrete OR SITE IMPROVEMENTS TO REMAIN SHALL BE REPAIRED BY
1% WATER VALVE ;2; 6:?17;.(TE)ES/ET‘I?C?B[I)_EZD — CONTRACTOR. ANY NECESSARY REPAIRS MUST BE REPAIRED TO
¢ LIGHT POLE 407 660:53‘ St Solid Lid Filled With Leaves SW 655:5 12|concrete N 655.5 12|concrete OWNER S SPEC|F|CAT|ONS AND COORDlNATED W|TH ZABLOCK' \/AMC
413 657.74|St Solid Lid SE 652.8 concrete SW 652.9 12|concrete COR NECESSARY REPAlRS FOR DAMAGE W”—L BE COMPLETED AT
CATCH BASIN 123 656.06/5tSolid Lid CONTRACTOR’S EXPENSE.
% @ 478 667.663|St Curb Inlet
479]  668.351|5t Solid Lid w| 6637 alnve NE| 6632 10| pnrerats 7. IN EVENT OF ANY DISCREPANCIES AND/OR ERRORS FOUND IN
XYy ——x——y—y—  FENCE LINE 286 660.88|StSolid Lid Filled With Leaves DRAWINGS, OR IF PROBLEMS ARE ENCOUNTERED DURING
487 660.92|5t Solid Lid N|  656.0 12|concrete s|  656.0 10|concrete CONSTRUCTION, CONTRACTOR SHALL NOTIFY COR AND
EXISTING - CONTOUR - LINE 500 670.464[St solid Lid S| 6657 10]concrete ARCHITECT—ENGINEER IMMEDIATELY, PRIOR TO PROCEEDING WITH
501]  669.854|St Curb Inlet WORK.
(E) ELECTRIC MANHOLE 58 667.056[5t Curb niet
559 667.976|St Solid Lid NW 663.6 4{pvc N 663.2 10|concrete E 663.2
1949  646.05 “”kmw';l Could Not Open 8. CONTROL POINTS AND COORDINATES LISTED ARE BASED ON
ﬁij :j;;‘:sk““w ————— SURVEY PREPARED BY THE SIGMA GROUP. CONTRACTOR MUST
o0 s asalea o 2 T3 e T s ™ VERIFY CONTROL POINTS IN FIELD AND WITH THE SIGMA GROUP
20021l 6617435t Combo Inlet Could Not Open TO CONFIRM THEY ARE VALID PRIOR TO CONSTRUCTING SITE
20022 662.87|San Manhole NW 643.7 6|concrete NE 643.7 6|concrete LAYO UT
20023 651.73|San Manhole S 630.6 12|concrete NE 630.6 18|concrete
20024 645.88|San Manhole SW 629.6 24|concrete NE 629.5 24|concrete 9 CONTRACTOR |S SOLELY RESPONS|BLE TO PRO\”DE ADVANCED
== 6?;322:22;:'3;“ Eztfddmmen NOTICE TO DIGGER’S HOTLINE AND PAY FOR PRIVATE UTILITY
50021 661:273 St Solid Lid : NW 656.5 8|clay SE 656.2 12|concrete LOCAT|ON SER\/|CES NOT LESS THAN THREE WORKlNG DAYS PR|OR
TO0 COMMENCEMENT OF ANY EXCAVATION REQUIRED TO PERFORM
STORM MANHOLES, INLETS AND SANITARY MANHOLE SCHEDULE WORK CONTAINED ON THE ATTACHED PLAN SET.
COMPILED FROM SIGMA GROUP SURVEY INFORMATION
10. EXISTING CONDITIONS SHALL BE FIELD VERIFIED BY CONTRACTOR
;8?SGRSAUPPHFEEEMEAETECDO%EéEgﬁgESY5TH2EO%F;MA CROUP MAY 17, PRIOR TO COMMENCEMENT OF WORK. DISCREPANCIES ARE TO
’ ’ BE REPORTED TO COR PRIOR TO STARTING WORK.
b 11. CONTRACTOR IS RESPONSIBLE FOR CONSTRUCTION STAKING AND
SETTING BENCHMARKS THROUGHOUT SITE AS NEEDED PRIOR TO
COMMENCING CONSTRUCTION.
PROPOSED STORM STRUCTURES 12. PER SPECIFICATIONS RESTORE, SEED & MULCH, WATER, WEED,
AND GUARANTEE GROWTH OF GRASS IN GRASSED AREAS
CB1T — NEW CURB INLET DISTURBED AS PART OF WORK ASSOCIATED WITH THIS
RIM EL.: 959.3 CONTRACT.
INV. S (8”) 655.3
UTILITY NOTES: 13. OBTAIN VAMC, LOCAL, STATE AND FEDERAL PERMITS PRIOR TO
MH2 — NEW MH BEGINNING WORK AT SITE.
UTILITIES SHOWN ARE AS REPORTED TO DESIGN TEAM AND INDICATED ON RIM EL.: 659 40
EXISTING UTILITY BASE PLAN. NO ATTEMPTS HAVE BEEN MADE TO a :
EXCAVATE, UNCOVER, OR EXPOSE UNDERGROUND UTILITIES TO VERIFY INV. W (EXISTING): 652.10 14. TM(;HE %EEC%T%SCNTFLBCFIASW&ESD'?ﬁEEEAEﬁTCEES %'XD'T'\]Y OSORE
THEIR SIZE, DEPTH, CONDITION, OR EXACT LOCATION. FOR ADDITIONAL INV. N (8"): 654.84 ’ . ’
’ ’ ’ ” STRINGENT REQUIREMENTS OR GREATER QUANTITY OF WORK, AS
INFORMATION PLEASE CONTACT ONE OF CONTACTS LISTED BELOW INV SE (8”): 652.50 ;
INV NE (10”): 652.28 DETERMINED BY THE GOVERNMENT, SHALL BE PROVIDED.
COR ONE CALL SYSTEM : :
JIM BEIER ALL LINES UTILITY SERVICES
PROJECT MANAGER, ZABLOCKI VA 414-302-9750 CB3 — NEW CURB INLET
zgggl}\l;: 414—-384—-2000 EXT. OR RIM EL.: 657.5
PRIVATE LINES INC.
EMAIL: JAMES.BEIER@VA.GOV 888—246—-0220 NV NW (8 ) 653.50
ELECTRIC WATER /SEWER
SCOTT LADWIG JEFF BAKER
ZABLOCKI| VA ZABLOCKI| VA
PHONE: 414—384—2000 EXT. PHONE: 414—384—2000 EXT.
46586 46586
EMAIL: SCOTT.LADWIG@VA.GOV EMAIL: JEFF.BAKER@VA.GOV
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NOTES:

TEMPORARY CONTROLS TO BE REMOVED AT PROJECT STABILIZATION

— SILT FENCE/STRAW BALES
— TEMPORARY INLET PROTECTION
— RIPRAP TRACKING PAD

RIPRAP AT OUTFALLS TO BE PERMANENT AS WELL AS EROSION MATTING,
SEEDING AND VEGETATIVE METHOD’S SHOWN.

SEED MIXES TO BE REFERENCED FROM LANDSCAPE PLAN.

CONTRACTOR SHALL EMPLOY EROSION CONTROL METHODS AS SHOWN AND
SPECIFIED IN WISCONSIN DEPARTMENT OF NATURAL RESOURCES
CONSTRUCTION SITE TECHNICAL STANDARDS AND WISDOT EROSION
CONTROL PRODUCT ACCEPTABILITY LISTS (PAL).

EROSION CONTROL MEASURES SHALL BE ADJUSTED TO MEET FIELD
CONDITIONS AT TIME OF CONSTRUCTION AND SHALL BE INSTALLED PRIOR
TO ANY GRADING OR DISTURBANCE OF EXISTING SURFACE MATERIAL ON
SITE.

EROSION AND SEDIMENT CONTROL MEASURES SHALL BE CHECKED FOR
STABILITY AND OPERATION AFTER A RAINFALL OF 0.5 INCHES OR MORE
BUT NO LESS THAN ONCE EVERY WEEK. ANY NEEDED REPAIRS WILL BE
MADE IMMEDIATELY. WRITTEN REPORTS, EROSION AND SEDIMENT CONTROL
INSPECTIONS ARE AS REQUIRED BY WISCONSIN DEPARTMENT OF NATURAL
RESOURCES (WDNR).

SILT FENCE SHALL BE INSTALLED IN LOCATIONS SHOWN ON CONSTRUCTION
PLANS. SILT FENCE SHALL BE INSTALLED PER DETAILS ON SHEET C300.
SEDIMENT DEPOSITS: REMOVE FROM BEHIND SILT FENCE WHEN DEPOSITS
REACH DEPTH OF 6 INCHES. SILT FENCE: REPAIR OR REPLACE TO
MAINTAIN BARRIER.

EROSION CONTROL MEASURES SHALL BE MAINTAINED ON CONTINUING
BASIS UNTIL SITE IS PERMANENTLY STABILIZED. SITE STABILIZATION
INVOLVING SEEDING WHICH IS NOT COMPLETED PRIOR TO SEPTEMBER 15
SHALL BE COMPLETED WITH DORMANT SEEDING BY NOVEMBER 1. SODDING
MAY OCCUR ANYTIME SOD IS AVAILABLE AND SOD AND SOIL IS NOT
FROZEN.

INLET GRATE SCREENS SHALL BE INSTALLED ON EXISTING AND PROPOSED
INLETS AND CATCH BASINS. REFERENCE SITE UTILITY DRAWINGS FOR
LOCATION OF PROPOSED INLETS AND CATCH BASINS. FOR STRUCTURES IN
DISTURBED AREAS THAT WILL NOT BE FINISHED AND VEGETATION
ESTABLISHED WITHIN 30 DAYS, CURB INLET SEDIMENT BARRIERS SHALL BE
USED IN LIEU OF INLET GRATE SCREENS. INLET PROTECTION SHALL BE
PER PLAN AND DETAILS.

10. EROSION CONTROL MEASURES MUST BE IN PLACE AT END OF EACH

WORKDAY.

11. SEDIMENT DEPOSIT/TRACKING FROM CONSTRUCTION WORK OR STORM

EVENTS: CLEAN UP BY END OF EACH DAY. FLUSHING NOT ALLOWED

1Z2. WHERE CONSTRUCTION ACTIVITIES HAVE PERMANENTLY CEASED OR HAVE

TEMPORARILY BEEN SUSPENDED FOR MORE THAN FOURTEEN DAYS, OR
WHEN FINAL GRADES ARE REACHED IN ANY PORTION OF SITE,
STABILIZATION SHALL BE IMPLEMENTED WITHIN SEVEN DAYS. TEMPORARY
STABILIZATION PRACTICES SUCH AS MULCH/TACKIFIER, EROSION MAT, OR
WISDOT TYPE B SOIL STABILIZER (POLYMER) SHALL BE APPLIED TO SOIL
SURFACE WHEN SITE IS NOT READY FOR PERMANENT RESTORATION. WHEN
STABILIZATION NOT POSSIBLE DUE TO SNOW COVER, STABILIZATION
MEASURES SHALL BE INITIATED AS SOON AS POSSIBLE.

. DUST CONTROL SHALL BE IMPLEMENTED THROUGHOUT CONSTRUCTION AND

SHALL UTILIZE METHODS OUTLINED IN WDNR TECH STD. 1068. AT
MINIMUM, WATER SPRAY OPEN SOIL AND TRACKING ONCE EACH WORK DAY.

. REMOVAL OF VEGETATIVE COVER AND EXPOSURE OF BARE GROUND MUST

BE RESTRICTED TO MINIMUM AMOUNT NECESSARY FOR CONSTRUCTION.
AREAS WHERE SOIL IS EXPOSED MUST BE PROTECTED FROM EROSION BY
SEEDING AND MULCHING, SODDING, DIVERSION OF SURFACE RUNOFF,
INSTALLATION OF STRAW BALES OR SILT SCREENS, CONSTRUCTION OF
SETTLING BASINS, OR SIMILAR METHODS AS SOON AS POSSIBLE AFTER
REMOVAL OF ORIGINAL GROUND COVER AS DESCRIBED IN WISCONSIN DNR
TECHNICAL STANDARDS. ANY STOCKPILE THAT REMAINS OVER 7 DAYS MUST
BE STABILIZED WITH MIXTURE NO. 20 FROM WISDOT SECTION 630.

15. STORM WATER AND GROUND WATER PUMPED FROM EXCAVATIONS AND/OR

DEWATERING WELLS SHALL BE DISPOSED OF IN ACCORDANCE WITH
WISCONSIN STATUTES. SEDIMENT BASINS, SEDIMENT TRAPS AND/OR USE
OF POLYMERS TO CONTROL SEDIMENT: NOT ALLOWED. DISCHARGE OR
PUMPED WATER TO SANITARY SEWERS: NOT ALLOWED.

16. EROSION MAT SHALL CONSIST ENTIRELY OF BIODEGRADABLE COMPONENTS.

EVERY SQUARE INCH SHALL BE SECURED TO GROUND: NO BUCKLING, NO
GAPS.

1 /. AFTER SITE IS UNIFORMLY STABILIZED ACROSS 80% OF SITE AREA, OR

PRIOR TO, AT DIRECTION OF DEPARTMENT OF NATURAL RESOURCES,
REMOVE TEMPORARY EROSION CONTROL MEASURES AND DISPOSE OF
PROPERLY. ANY REMAINING TEMPORARY EROSION CONTROL DEVICES AFTER
THIS POINT CONSTITUTE LITTERING AND MAY BE ENFORCED AS DETERMINED
NECESSARY BY DEPARTMENT OF NATURAL RESOURCES.

13. CONTRACTOR SHALL MAINTAIN LOG OF EROSION CONTROL INSPECTIONS,

REPAIRS MADE, AND RAIN EVENTS. SUBMIT WITH PAY REQUESTS.

19. PLACE MINIMUM OF 6 INCHES OF TOPSOIL IN AREAS TO RECEIVE

PERMANENT SEEDING. MILL, GRIND, AND SCREEN SOD AND TOPSOIL
REUSED FROM SITE CLEARING AND GRUBBING. OFF-SITE TOPSOIL: TEST
(PHYSICAL AND CHEMICAL) AND PROVE MEETS SPECIFICATIONS, PER EACH
SOURCE, AND SUBMIT SAMPLES BEFORE DELIVERY, NUMBER AND TYPE
SPECIFIED.

20. ALL CATCH BASINS DOWNSTREAM/DOWNGRADIENT OR NEAR

CONSTRUCTION ACTIVITIES WILL BE REQUIRED TO BE FITTED WITH
WISDOT TYPE B, C, OR D INLET PROTECTION

Z1. CONSTRUCTION FENCING LOCATIONS ARE APPROXIMATE. GENERAL

CONTRACTOR TO COORDINATE TEMPORARY FENCING WITH
APPROVED CONSTRUCTION PHASING PLAN.

22. CONTRACTOR TO REMOVE TREES, SHRUBS, TOPSOIL AS WELL AS

EXCAVATED MATERIAL, AS A RESULT OF BUILDING ADDITION
EXCAVATIONS, UTILITY TRENCHES, ETC, FROM THE JOB SITE DAILY.
NO MATERIAL IS TO BE STORED ON UNIVERSITY PROPERTY DURING
CONSTRUCTION.

. GENERAL CONTRACTOR TO COORDINATE PEDESTRIAN TRAVEL INTO

UPDATED PHASING PLAN PRIOR TO CONSTRUCTION ACTIVITIES AT
ANY OF THE NEW CONSTRUCTION LOCATIONS. SAFE PEDESTRIAN
TRAVEL MUST BE MAINTAINED AT ALL TIMES.

24. WHERE CONTRACTOR WILL BE TRACKING DIRT AND DEBRIS ONTO

PUBLIC STREETS AS A RESULT OF CONSTRUCTION ACTIVITIES,
GENERAL CONTRACTOR IS TO INSTALL TRACKING PADS AS TO
MINIMIZE TRACKING SOIL AND DEBRIS INTO STREETS.

25. CONTRACTOR SHALL PRACTICE GOOD HOUSEKEEPING AND MAY BE

REQUIRED TO INCLUDE DAILY STREET SWEEPING ACTIVITIES AS
DIRECTED BY THE UNIVERSITY STAFF.
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EROSION CONTROL + CONSTRUCTION FENCING PLAN
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KEY NOTES:

@260 L.F. OF SILT FENCE INSTALLED
PER WISDOT/WDNR STANDARDS.

STAGING AREA. GENERAL CONTRACTOR
TO INSTALL 7’ TALL CHAIN LINK
CONSTRUCTION FENCE AROUND
STAGING AREA WITH LOCKS. ANY
DAMAGE TO EXISTING FEATURES IS TO
BE REPAIRED OR REPLACED AT NO
COST TO VAMC.

@GENERAL CONTRACTOR TO ESTABLISH

WITH VAMC PROJECT MANAGER.
AMBULANCE BAY TO REMAIN
OPERATIONAL AT ALL TIMES. NEW
ROAD CONSTRUCTION TO MAINTAIN A
SINGLE LANE OF TRAFFIC TO ALLOW
AMBULANCE USE AT ALL TIMES.

@GENERAL CONTRACTOR TO COORDINATE

NOTE:

6 INLETS REQUIRE TYPE C OR D

INLET PROTECTION.
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LEGEND:

EXISTING TREE
BENCHMARK
ELECTRICAL PEDESTAL
STORM MANHOLE
SANITARY MANHOLE
WATER VALVE
LIGHT POLE

CATCH BASIN
FENCE LINE
ELECTRIC MANHOLE
SILT FENCE

INLET PROTECTION

CONSTRUCTION FENCE
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REMOVE EXISTING HEADS & PIPING TO
ACCOMODATE NEW VESTIBULE, TYP.

(LOCATIONS APPROX.)

REMOVE EXISTING MAPLE & GRIND /// v
STUMP TO ACCOMMODATE NEW VESTIBULE “ v,

v
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v v v '
v Ny e e L 4 A, | &
+ REMOVE ™S« ~"" 7 |
qa . : -
.4.._’.‘.‘_

KEY NOTES:

REMOVE EXISTING VALVES
TO ACCOMODATE NEW
VESTIBULE, TYP.

(LOCATIONS APPROX.)

v v v
v v v v

v v v v v v \

v v v ‘

. . @ CONTRACTOR TO REMOVE AND

. RELOCATE EXISTING MONUMENTS
ACCORDING TO LANDSCAPE
PLANS. ANY DAMAGE TO
MONUMENTS DURING RELOCATION

IS TO BE REPAIRED OR
REPLACED AND NO COST TO VA.

@ REMOVE CONCRETE PATIO TO
THE MINIMUM EXTENT POSSIBLE
FOR CONSTRUCTION OF BUILDING
ADDITION. CONTRACTOR TO
MAINTAIN EXISTING PAVING, WALLS
AND PLANTING BEDS TO THE
MAXIMUM EXTENT PRACTICABLE.

ANY DAMAGE TO ADDITIONAL

REMOVE EXISTIN
BLOCK WALL, LAWN

EXISTING PLANTINGS

TO REMAIN, TYP. REMOVE

STUMP & PLANTING SR CATCH FEATURES, NOT SHOWN TO BE
A ol ol A

VA.

TO ACCOMODATE/
NEW VESTIBULE//

DT e

S

A S5
%&'g&{& )

/ ‘--. y .
N ‘ X vawvvvv ' O
RETAIN & PROTECT o )% 5 \: -
EXISTING MEMORIAL \ -~ LTS T T TN N\
. TREE " ,,,,,,,, 2\

@ REMOVE EXISTING STORM DRAIN
LINE FROM ROOF DRAIN SYSTEM.
COORDINATE ADDITIONAL ROOF
DRAIN CONNECTIONS WITH
PLUMBING CONTRACTOR.

@ EXISTING STORM MANHOLE C1413
TO BE RELOCATED. SEE SHEET

SAWCUT 4 L.F. C202 FOR NEW LOCATION

REMOVED
EXISTING
S D D,

— 4‘44‘ " v e . TREE VoY v Y Y v v vy v v v v RETAIN & PROTECT_
__ . EXISTING MEMORIAL  EGEND:
“v v“'vf WWWWWWWW““'WWWWWWWWWWWWWWWWW v WWW TREE
0 KN A - [+ SREMOVE 106 L E. " REMOVE -~
w«”’%’%’b . /f . " EXISTING WATER LATERAL “." TREE .~ .~ TSAWCUT 39 LiF. EXISTING TREE
%" """’""’ (3 vvRéMé\/Ev:v:v:v:v:v:v:v:w:w:wu{wv g {; BENCHMARK
‘)‘",’ REMOVE /SALVAGE \O ‘ GAS LINE
"” LIGHT POLE TO B SAWCUT 95 LF.
WATER LINE
: R a
STORM SEWER LINE

, o
SAWCUT 61 L.F. %' P | > o4 SANITARY SEWER LINE
X UNDERGROUND ELECTRIC

COMMUNICATIONS LINE

REMOVE C1413

(" TELEPHONE LINE
¢ N
u RETAIN & PROTECT FIBER OPTIC LINE
\C300/ EXISTING MEMORIAL
EXISTING CATCH BASIN TO TREES FLECTRICAL PEDESTAL

BE REMOVED
STORM MANHOLE

SANITARY MANHOLE
WATER VALVE
LIGHT POLE

CATCH BASIN
SAWCUT 25 L.F?
FENCE LINE

EXISTING CONTOUR LINE

ELECTRIC MANHOLE

RS CONCRETE SIDEWALK
e "o, TO BE REMOVED
5,115 S.F.

ASPHALT TO BE
REMOVED 22,738 S.F.

ooy vy GRASS /TOPSOIL TO BE
Vv v v REMOVED 12,893 S.F.

_ CURB & GUTTER TO BE

REMOVED 1,398 L.F.

7 g RETAINING WALL TO BE
REMOVED 51 L.F.

f’_‘\ TREE PROTECTION
NORTH .’
SITE DEMOLITION PLAN
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SCALE

TRAFFIC CONTROL PLAN

0 15’

2" SQ. STEEL TUBE, 12 GAGE, 6"

Se

LIGHTWEIGHT WARNING
LIGHT ATTACHED WITH
VANDAL RESISTANT
HARDWARE THROUGH
UPRIGHT AND RAIL

¥ & O 4

(OPTIONAL)

7]
1'—0"
5-0" 1'—8”

18"

g

aivl(

6" MIN. 12”7 MAX.

\— REFLECTIVE SILVER (WHITE)| TYP.

VO & 4

" HEX BOLT WITH 1”
MIN. O.D. FLAT LOCK
WASHER (12 REQ'D)

REFLECTIVE ORANGE TYP.

3" SQ. STEEL TUBE, 12 GAGE

Wﬁllll

— LOCATE BOLT

LIGHTWEIGHT WARNING LIGHT TYPE A
WITH 8 VOLT SINGLE LANTERN TYPE
BATTERY. ATTACH BY Z—-BRACKET.

ELEVATION VIEW

%" PERFORATED
SQUARE STEEL
TUBE (12 GAGE)
OR ¥,"x1)5” ANGLE
(10 GAGE) — |

FULL WELD AT ALL
POINTS STUB IS IN
CONTACT WITH BASE

2"°x2"x)s" ANGLE \

[
‘75'—0" TO 6'—

SIDE VIEW

TYPE 1l BARR

—

ICADE

@ BARRICADE LANE ENCLOSURE

2" MIN. FROM EDGE.

48"x48"x¥8" SIGN PANEL,
MDO PLYWOOD

Y4” DIA. HOLE IN SIGN PANEL FOR
Y8"x3” ZINC COATED HEX BOLT WITH
NUT AND 1},” FLAT WASHER, }s" THICK.
TIGHTEN NUT TO CUP WASHER IN PANEL
HOLE.

~—— 13,"x19,"x9'—=0" 12 OR 14 GAGE
GALVANIZED PSST STEEL TUBING WITH
J8” HOLES, 1” 0.C. ALL FOUR SIDES.

¥8"x2-)," ZINC COATED STEEL HEX
BOLT WITH NUT (4 REQ'D)

5 OR 7’
~—— 2"%2"x3’-0" 12 OR GAGE GALVANIZED
SLEEVE PSST STEEL TUBING WITH
HIGH FOR INSERTING UPRIGHT ATTACH STUB TO ANGLE BY HOLES, 17 0.C. ALL FOUR SIDES.
WELDS ON THREE SIDES PLACED 6” FROM BOTTOM OF UPRIGHT.
2"%2"x ' ANGLE
\ 6”
[ ] - N B L
! 6'-0" | | 34" !
TEMPORARY SIGN SUPPORT
@ SINGLE LANE ROAD AHEAD
SIGNAGE DETAIL (OR_SIMILAR) KEY NOTES

EXISTING TREE

BENCHMARK

ELECTRICAL PEDESTAL

STORM MANHOLE

SANITARY MANHOLE

WATER VALVE

LIGHT POLE
CATCH BASIN
FENCE LINE

ELECTRIC MANHO

GENERAL NOTE:

SINGLE LANE CONTROLLED WITH
FLAGMEN EACH SIDE.

BARRELS AND SIGNS TO CONFORM
TO WISDOT STANDARDS

STRIPE OR UTILIZE CONES OR
BARRELS TO IDENTIFY LAND AND
STALLS AS CLOSED. USE FOR
CONSTRUCTION ACCESS/ TRUCK
STAGING (AS NEEDED)

CONSTRUCTION BARRELS: MUST
CONFORM TO WISDOT STANDARDS
SPACE PER WISDOT STANDARDS (AS
NEEDED) BARRELS TO BE NEW

CONTRACTOR TO MAINTAIN ONE
LANE OF TRAFFIC AT ALL TIMES. 1"
TRENCH PLATE TO BE PROVIDED
WITH DIMENSIONS AS NEEDED.
INSTALLATION SIZE AND USE TO
MEET WISDOT SPECIFICATIONS AND
MANUFACTURERS
RECOMMENDATIONS.

CONTRACTOR MUST LEAVE AT LEAST
ONE LANE OPEN FOR AMBULANCE
EGRESS. LANE WILL BE
TRANSITIONED TO "ONE—WAY” IN
ONLY ONCE ROAD CONSTRUCTION IS
COMPLETED.

@ ©@ 6 ©

ACTUAL LANE CLOSURES AND LOCATIONS WILL VARY BY CONSTRUCTION SCHEDULE.
GENERAL CONTRACTOR TO COORDINATE ALL LANE CLOSURES AND TRAFFIC PATTERN
MODIFICATIONS WITH VA PROJECT MANAGER. GENERAL CONTRACTOR TO SUBMIT UPDATED

LE TRAFFIC CONTROL PLAN TO PROJECT MANAGER FOR APPROVAL PRIOR TO COMMENCING
CONSTRUCTION ACTIVITIES.
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PROPOSED SITE PLAN

SCALE 0 10’

KEY NOTES:

S,

SEE LANDSCAPE PLANS TO
REFERENCE ADDITIONAL WORK
ASSOCIATED WITH THE
IMPROVEMENTS SHOWN.

CURB & GUTTER TRANSITIONS TO
POURED CONCRETE SLAB. SEE
SHEET C201 FOR SPOT ELEVATIONS

EN-10.02

350"x30"

RIGHT
TURN

ONLY

2L"X30"

NO
PARKING
ANY

TIME
<>

N

12" x18"
SIGN DETAILS

LEGEND:

EXISTING TREE

BENCHMARK

ELECTRICAL PEDESTAL

STORM MANHOLE

SANITARY MANHOLE

WATER VALVE

LIGHT POLE

CATCH BASIN

FENCE LINE

ELECTRIC MANHOLE

CONDENSER

CONCRETE WORK TO BE

COMPLETED

BY DIVISION 03

CONTRACTOR, SEE
ARCHITECTURAL/STRUCTURAL
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1 3 4 5 6 7 8 9
21 LF 4” SDR 26 PVC DRAIN
CONNECTION FOR DOWNSPOUT —
CONNECT TO EXISTING STORM INLET
® )
Y
INV. 655.0°
STORM STRUCTURES
CB1 — NEW CURB INLET
RIM EL.: 659.3
INV. S (8”) 655.3
MH2 — NEW MH
RIM EL.: 659.40
INV. W (EXISTING): 652.10
INV. N (8”): 654.84
INV SE (8”): 652.50
INV NE (10™): 652.28
Z 136 LF 10” SDR 35\ ‘&
// % PVC @2% /\\ WIAS\;EAELLiﬁEFL_AE T[\(j)EW CBS — NEW CURB INLET
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A) 3500 PSI CONCRETE SHALL BE USED IN CONSTRUCTION OF THE CURB & GUTTER.

B) THE CONTRACTOR IS RESPONSIBLE FOR DETERMINING THE SLOPE OF THE GUTTER PAN.

C) FOR DEPRESSED CURB HEAD SLOPE, USE THE SAME SLOPE AS ADJACENT SIDEWALK.

D) THE BOTTOM OF THE CURB AND GUTTER MAY BE CONSTRUCTED EITHER LEVEL OR PARALLEL TO THE SLOPE
OF THE SUBGRADE OR BASE AGGREGATE PROVIDE MINIMUM 6" GUTTER THICKNESS MAINTAINED. TRANSVERSE
CONTRACTION JOINTS SHALL BE CUT OR SAWED AT MAXIMUM 20 FOOT INTERVALS.

E) 1/2” PREFORMED EXPANSION JOINT FILLER SHALL BE PLACED TRANSVERSELY IN THE CURB ABUTTING

EXISTING CURB AND SIDEWALK, WALLS OR BUILDINGS, AND AT INTERVALS NOT TO EXCEED 300 FEET, WITH
PREFERRED LOCATIONS BEING AT RADIUS POINTS OR ANGLE POINTS.

CONCRETE CURB & GUTIER DETAIL

i EROSION CONTROL/TURF
REINFORCEMENT MATTING

AL
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CURB & GUTTER |
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10:1 FILL OR CUT SLOPE. SEED,
FERTILIZE, & MULCH DISTURBED
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DETECTABLE WARNING PLATES

NO SCALE
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8" BASE AGGREGATE

TYPICAL GRADING SECTION AT 24" TYPE A

CONCRETE CURB AND GUTTER

NO SCALE

2” COMMERCIAL MIX ASPHALT BINDER COURSE

GEOTEXTILE SEPARATION

/ 2” COMMERCIAL MIX ASPHALT WEARING COURSE

FABRIC

\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\
\\\\\\\\\\\\\\\\\\\\\\\\\\
\\\\\\\\\\\\\\\\\\\\\\\\\

SO\
\\\\\\\

RN

(NORTH AMERICAN GREEN
C350 OR EQUAL)

1.0’
(TYP.) INSTALL, ANCHOR,
OVERLAP AND MAINTAIN
PER MANUFACTURER’S
1.0° 20 INSTRUCTIONS

ELUME DETAIL

24" CONCRETE CURB AND GUTTER
SCALE: NONE

TIEBACK BETWEEN FENCE
POST AND ANCHOR

GEOTEXTILE
FABRIC

FLOW DIRECTION
- =

FLOW DIRECTION — =

i
et

W 20" DEPTH
< IN GROUND

WHITE PAINT (TYP)

CROSSWALK DETAIL
NO SCALE

E CURB END DETAIL
NO SCALE

FLOW DIRECTION

GEOTEXTILE T

FABRIC ‘\ r\‘
O ]|
\“ K WOOD POST

NOTE: ADDITIONAL POST DEPTH OR TIE BACKS
MAY BE REQUIRED IN UNSTABLE SOILS

SUPPORT CORD—=

GEQTEXTILE
FABRIC —

©)

WOOD POSTS
LENGTH 3'-4'

NN Ii\ WOOD POST W
IE/)-\(SIEE)S GEOTEXTILE
g :

' - TWIST METHOD
SILT FENCE TIE BACK TRENCH DETAIL GEOTEXTILE
FABRIC ONLY

(WHEN ADDITIONAL SUPPORT REQUIRED)
>, FLOW DIRECTION

GENERAL NOTES
1. HORIZONTAL BRACE REQUIRED WITH 2" X 4" WOODEN FRAME OR EQUIVALENT AT TOP OF POSTS.

2. TRENCH SHALL BE A MINIMUM OF 4" WIDE & 6" DEEP TO BURY AND ANCHOR THE GEOTEXTILE
FABRIC. FOLD MATERIAL TO FIT TRENCH AND BACKFILL & COMPACT TRENCH WITH EXCAVATED SOIL.

3. WOOD POSTS SHALL BE A MINIMUM SIZE OF 1%” X 1%” OF OAK OR HICKORY.
4. SILT FENCE TO EXTEND ACROSS THE TOP OF THE PIPE.

5. CONSTRUCT SILT FENCE FROM A CONTINUOUS ROLL IF POSSIBLE BY CUTTING LENGTHS TO
AVOID JOINTS. IF A JOINT IS NECESSARY USE ONE OF THE FOLLOWING TWO METHODS; A)

OVERLAP THE END POSTS AND TWIST, OR ROTATE, AT LEAST 180 DEGREES, B) HOOK THE END
OF EACH SILT FENCE LENGTH.

o 6’

BACKFILL & COMPACT
TRENCH WITH
EXCAVATED SOIL

GEQTEXTILE

!
FABRIC _\ /o

4" TYP

1

1 2 3 4 5 6 7 8 9
|~t————— AS SHOWN ON PLAN
6" | 18 | [<6] 18”
1/2" FT BATTER | 1/2"/FT BATTER —-— 2’ (TYP)
GURB FACE CUR FACE » (YF) I
o PR b conmnc A7 4R oot - CONC. CURB & GUTTER
AGGREGATE 2R " 1/4/Foor AGGRE - SLOPE
BASE COURSE, SLOPE BASE C V/7 f
Z S /
DETECTABLE WARNING IS 487x24", CONSISTING OF (2) 24"x24” PLATES CAST INTO NEW SIS = /
CONCRETE, UNPAINTED, CAST IRON, BOLTED. NEENAH MODEL 4984-243, OR VA—-APPROVED 12 / _ N //
EQUAL. SURFACE CONSISTS OF RAISED TRUNCATED DOMES, NOMINAL DIAMETER 0.9”, NOMINAL - et Z 7 D 4 Z 6’
HEIGHT 0.2” AND CENTER TO CENTER SPACING OF 2.35". EZEN AN EZE AN
NOTES:

4” WIDE
REFLECTIVE WHITE
PAINT (TYP) AS
SPECIFIED

9’ — 5 »L 8’

STANDARD STALL ——s—

ADA ACCESSIBLE STALL

o .

M PARKING STALL PAINTING DETAIL

NO SCALE
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BRANCHES, REFER TO PLAN

G CHAIN LINK TREE PROTECTION DETAIL

SCALE: NONE
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Civil Detalls

EXISTING
BLDG. 111

R.A.Smith

Building 111 -
Renovate South Entry

\/\/\/\/\Q</\4§ | = SE CLEANOUT IN PAVEMENT SECTIONS
IF PROOF ROLL FAILS EXCAVATE TO COMPETENT SOIL, 4'x4” — W2.9xW2.9 USE REBAR OR STEEL ROD PROVISIONS. '[P CLEANOUT IS NOT IN A
AND PROVIDE 6” MINUS BREAKER RUN, WELDED WIRE FABRIC CEOTEXTILE FABRIC. FF FOR REMOVAL PAVEMENT PLACE IN A 4° CONCRETE
ANGULAR LIMESTONE, NON—RECYCLED 4 BASE AGGREGATE 3 oz, FILTERING COLLAR 12” DEEP )
TO MAINTAIN PAVING CONTRACTOR WARRANTY DENSE — 1% INCH NON-WOVEN  CEOTEXTILE 5" SDR 35 PVC PIPE
FABRIC
\ é 10" SDR 35 PVC PIPE
COMPACTED SUBBASE (PROOF—ROLLED AND ACCEPTED BY TYPICAL CONCRETE SIDEWALK FRONT, BACK, AND BOTTOM TO BE \ #%6” OVAL HOLE SHALL BE
PAVING CONTRACTOR FOR WARRANTY PURPOSES) SECTION MADE FROM SINGLE PIECE OF b HEAT CUT INTO AL FOUR BEDDING
NO SCALE FABRIC SIDE PANELS
WORK ASSOCIATED WITH THIS TYPICAL SECTION INCLUDES ASSOCIATED FLow
TYPICAL PAVEMENT SECTION FOR ROADS AND PARKING LOTS DEMOLITION, PREPARATION AND RESTORATION ONCE CONSTRUCTED
SCALE: 1"=1"-0" MINIMUM DOUBLE STICHED SEAMS/ PLUGGED
GEOTEXTILE FABRIC FF "4 ALL AROUND SIDE PIECES AND ON
WORK ASSOCIATED WITH THIS TYPICAL SECTION INCLUDES ASSOCIATED DEMOLITION, PREPARATION AND RESTORATION ONCE CONSTRUCTED e FLAP POCKETS BEDDING FOR CONNECTION
BY PLUMBER

ON BOTH SIDES. LENGTH

VARIES. SECURE TO GRATE v UNDISTURBED EARTH

WITH WIRE OR PLASTIC TIES

INLET PROTECTION TYPE C J oLl DEIAL
(WITH CURB BOX) INLET PROTECTION TYPE D
(CAN BE INSTALLED IN ANY INLET TYPE
K INLET PROTECTION WITH OR WITHOUT A CURB BOX)
SCALE: NONE
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T

1 2 3 4 6 7 8 9
RAILS TOP AND BOTTOM
F.L. ELEV. REFERRED TO NEENAH R-3246 FRAME. OR TYPICAL
ON PLAN / VA APPROVED EQUAL PIPE SPACING, 10FT ON 2-1/4", 11-1/2 GAUGE
CENTER GALVANIZED CHAIN LINK FENCE
e ADJUSTING RINGS AS
- ' REQUIRED TO MEET GRADE.
— SO0E a0 e e o o s o TP RAL POST TIE_WIRES
Z BETWEEN RINGS. ' TOP RAIL TIE WIRES @ 15”7 CENTERS
B EEN B TERMINAL @ 247
. \ — , , LINE POST
5 T 24" Q. Xl 96" LONG, 1-5/8" DIA 84" LONG, 1-5/8" DIA. GALVANIZED POST CENTERS
3 a GA';VAMZED STEEL PIPE DRIVEN STEEL PIPE SET ON STEEL SURFACE
T GROUT SPACE BETWEEN PIPE 24” BELOW GRADE STAND, OR COMPARABLE S
3 “ AND STRUCTURE WALL. STRETCHER . 5 IR
: : ) BAR <>
=) WIRE TO SECURE CHAIN TO FENCE
z E > 3/8 IN. DIA | -
2 S 4 - . . 'I .
- P < FINISHED GRADE TRUSS ROD XX X X N N XX g NOTE: ’Al_l_” POSTS
2 —— ‘ - 00 ll A4 a ARE 9'—6" MIN.
— — HOOK BOLTS
/
: | i \ >
187 MM - [T Ty T
SURFACE STAND, TO BE IMPLEMENTED ON Al — Il
SUMP EL. . * “'z IMPERVIOUS SURFACES TO REMAIN. ’ :, ) » R
R % GENERIC DESIGN, CONTRACTOR TO COORDINATE-Z ~ MIN. i BRACE RAIL 367 MIN. 5 .
[- 5 * Q WITH ENGINEER/COTR RS- B B I
J ! o L \
& ? CONCRETE NOTE: LINE POSTS MAY
] BE DRIVE SET TO 40” MIN.
-0 —— | |—— — | ™ 107 MIN. DiA. BELOW GRADE AND CONCRETE
PRECAST REINFORCED CONCRETE ] 10 FT. MAX. OMITTED.
TYPICAL CATCH BASIN SECTION NOTES:
N _ 1. CHAIN LINK CONSTRUCTION FENCING IS TO BE INSTALLED PRIOR TO COMMENCING CONSTRUCTION
SCALE: NONE ACTIVITIES.
2. CHAN LINK CONSTRUCTION FENCE SHALL BE A MINIMUM OF 72" ABOVE GRADE.
3. CHAN LINK CONSTRUCTION FENCE SHALL HAVE THE FOLLOWING PROPERTIES:
— FENCE SHALL BE INSPECTED DALY AFTER CONSTRUCTION ACTIVITIES
HAVE BEEN COMPLETED FOR THE DAY. IF DAMAGED, FENCING SHALL BE REPAIRED
IMMEDIATELY.
— WHERE CHAIN LINK CONSTRUCTION FENCE IS SHOWN ON IMPERVIOUS SURFACES, POST ARE TO BE
ANCHORED ON SURFACE STANDS. STEEL PIPE IS NOT TO BE DRIVEN BELOW GRADE
ON IMPERVIOUS SURFACES TO REMANN.
CHAIN LINK CONSTRUCTION FENCE
O SCALE: NONE
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- ] PLANT MATERIAL SCHEDULE - THIS SHEET
X
X X X X X SHADE & ORNAMENTAL TREES
SYM| AMT| COMMON NAME BOTANICAL NAME SIZE | ROOT| REMARKS
Autumn Brilliance Amelanchier grandiflora 7' -
ABS| 1 Serviceberry 'Autumn Brilliance' HT. BB | Clump, 5 stem minimum
Acer x freemanii 3" .
AFM| 3 [Autumn Fantasy Maple ‘Autumn Fantasy’ CAL BB [Full, Matching heads
SYM| AMT| COMMON NAME BOTANICAL NAME SIZE | ROOT| REMARKS
AIJN | 4 [Amber Jubilee Ninebark 32¥§r?1?arpus opulifolius 3 Pot |Uniform, balanced branching
DKS| 38 [Double Knock Out Rose Rosa x 'Radtko’ 15" Pot
SYM| AMT| COMMON NAME BOTANICAL NAME SIZE | ROOT| REMARKS
. Hemerocallis .
P13 | 22 |Happy Returns Daylily . . 41/2" | Pot |24" Spacing
RESTORE DISTURBED Happy Returns
AREAS WITH LAWN : . Salvia X Superba " " :
SEED MIX P39 | 78 [May Night Salvia ‘May Night' 41/2 Pot |15" Spacing
Daylily Hemerocallis " " .
|E P57 | 22 ‘Pardon Me' 'Pardon Me' 41/2 Pot |24" Spacing
. . . Perovskia atriplicifolia N " .
§ P112| 36 |Little Spire Russian Sage ‘Little Spire 41/2 Pot |18" Spacing
P217| 120 |Early Sunrise Coreopsis |CoreopS|s gra'nd|flora 41/2" | Pot [18" Spacing
Early Sunrise
Pixie Meadowbrite Echinacea x 'Pixie " . .
‘ P232| 56 Coneflower Meadowbrite' 412 Pot 18" Spacing
SHREDDED HARDWOOD P234( 22 [Daylily 'Grape Velvet' Hemcallis 'Grape Velvet' 41/2" | Pot |24" Spacing
MULCH AS PER SPECS - - - - -
c19| 24 Morning Light Miscanthus Sinensis 1Gal. | Pot |36" Spacing
]
|

(1) ABS Maiden Grass ‘Morning Light'
/ (4) AN \
/ (p
(

SHEET L103 BENCH (TYP.) - CAUTION! PRIVATE ELECTRICAL LINES FOR

SEE SPECIFICATIONS LIGHTING ARE BURIED IN THIS AREA. _
CONTRACTOR IS RESPONSIBLE TO HAVE LEGEND:

S

THESE LOCATIONS MARKED AND IDENTIFIED
(10) G19 PRIOR TO DIGGING AND FOR ANY DAMAGE
(12) DKS THAT MAY POTENTIALLY OCCUR TO THESE i
LINES. COORDINATE EFFORTS WITH ® EXISTING EVERGREEN TREE
FACILITIES MANAGER TO TURN OFF POWER IN T
== ] THESE LINES PRIOR TO ANY CONSTRUCTION ﬁ TO RETAIN
ACTIVITIES.
) — O l
M \ EXISTING DECIDUOUS TREE
% TO RETAIN
XISTING UPLIGHT
A& / TO REMAIN EXISTING SIDEWALK
RESTORE DISTURBED AREAS RESTORE DISTURBED DOZEN DECADES
@ WITH LAWN SEED \ / AREAS WITH LAWN MONUMENT =~ ELECTRICAL PEDESTAL
} - /] / SEED MIX EXISTING FLAGPOLE
BENCH (TYP.) - L | TO REMAIN STORM MANHOLE
SEE SPECIFICATIONS COMBAT WOUNDED EXISTING UPLIGHT
W 2 4 VETERANS MONUMENT 70 REMAIN
SHREDDED HARDWOOD SANITARY MANHOLE
& MULCH CIRCLE OF FLAGS
(36) MIXED DAYLILIES: MONUMENT WATER VALVE
& (12) P13, (12) P57 & (12) P234 M
. ' NCRETE WALK SUNDIAL
3.5' WIDE CO - MONUMENT LIGHT POLE
S I I ° CATCH BASIN
EXISTING UPLIGHT
(12) DKS (2) AFM TO REMAIN FENCE LINE
1) AFM 36) P11 (36) MIXED DAYLILIES:
/O (1) (36) (36) P39 ‘ (12) P13, (12) P57 & (12) P234 ELECTRIC MANHOLE
(62) P217 (58) P217 |
) \ L ] T N\ -~\ _.E CONDENSOR
Qj O ' '
|

m x

ki

/
- T
— (4 DI T | W
0 5 10 20

(14) G19
GRAPHIC SCALE  NORT,
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i
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SCALE: 1" =10
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SYM| AMT] COMMON NAME BOTANICAL NAME SIZE | ROOT| REMARKS
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JTL| 1 ‘vory Silk ‘vory Silk CAL BB |Uniformly branced crowns

SYM| AMT] COMMON NAME BOTANICAL NAME SIZE | ROOT| REMARKS
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TH 1 |Tardiva Hydrangea IHydriang?ea paniculata 24" Pot |Uniform, balanced branching
Tardiva
SYM| AMT] COMMON NAME BOTANICAL NAME SIZE | ROOT| REMARKS
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'Robustissima’ 4 1/2" | Pot [18" Spacing
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Hosta 'Hadspen Blue' 41/2" | Pot |18" Spacing
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PROPOSED ORNAMENTAL TREE

PROPOSED DECIDUOUS SHRUBS

PROPOSED PERENNIALS

ELECTRICAL PEDESTAL

STORM MANHOLE

SANITARY MANHOLE

WATER VALVE

LIGHT POLE

CATCH BASIN

FENCE LINE

ELECTRIC MANHOLE

A

Iy

0 5 10 20

Wwﬁ”’”‘"’ q [MM

GRAPHIC SCALE NORTH

FINAL CONSTRUCTION DOCUMENTS

Revisions:

Date

KEY PLAN: ? CONSULTANTS:

PROJECT LEADER/ARCHITECT:

Dept. of Veterans Affairs 1
Medical Center
5000 W. National Avenue

Milwaukee, WI

EXISTING gfﬂ RlNG &
%) DUCHATEAU

VESTIBULE ENTRY
ADDITION .—CANOPY

R.A.Smith
National
o -

: g Bay Group, Inc.s

ASHLAND, WI @ MILWAUKEE, WI @ MADISON, Wl @ DUL
(715) 482-6004 (414) 258-6004 (608) 333-8940 (218

) 25

UTH, MN
) ) 728-4293
WWW.CHEQBAYGRP.COM

Drawing Title
Building 70 - Connecting Corridor

New Vestibule Addition
Proposed Landscape Plan

Project Title Project Number

Building 111 - 695-12-101SCP

Renovate South Entry Building Number

111

Approved: Project Director

Location Drawing Number

Milwaukee, Wisconsin

Date Checked By: ||Drawn By:
June 23, 2014 TIM ALS L 1 O 2

Office of
Facilities
Management

% Department of
Veterans Affairs




als

PLANTING DETAILS

COMBAT WOUNDED
VETERANS MONUMENT

CIRCLE OF FLAGS
MONUMENT

CIRCLE OF FLAGS

///<///// / R e

o PROPOSED
LOCATIONS
: CAUTION! PRIVATE ELECTRICAL LINES FOR O F M O N U M E NTS

LIGHTING ARE BURIED IN THIS AREA. /

WHENRELOCATING.)
N\

Prune tree as needed-methods vary
/ depending on species and time of season
== Wra tree i fall i reqs
. ‘; - . rap tree in fall if required
( Each tree much be planted such that the
j t‘

EXISTING
LOCATIONS
OF MO

SUNDIAL MONYMENT

DOZEN DECADES
MONUMENT

. S > .
' \‘ L o trunk flare is visible at the top of the root

ball. Trees where the trunk flare is not visible
,/ shall be rejected. Do not cover the top of the
root ball with soil.

i
i
\

4
iﬁ"i?-.a\?? =

Remove burlap, twine and wire cage from
top 1/3 of root ball - score remaining 2/3 of
burlap once tree is in place and remove
twine. carefully bend down remaining wire to

\

bottom of hole. — CONTRACTOR IS RESPONSIBLE TO HAVE
(7 THESE LOCATIONS MARKED AND IDENTIFIED
7 Install 1 slow release fertilizer packet per 1" pR|OSR T(?CD|GGC|)N2 AND FOR ANY DAMAGE
»‘]‘ caliper of tree or per manufacturer's THAT MAY POTENTIALLY OCCUR TO THESE
12 specifications, adjacent to root ball LINES. COORDINATE EFFORTS WITH J
ia FACILITIES MANAGER TO TURN OFF POWER IN VONUMENT LOCATIONS, TYP.
8 Mulch over soil ring-do not build up mulch THESE LINES PRIOR TO ANY CONSTRUCTION (CONCRETE MONUMENT PADS
[\ onto trunk of tree ACTIVITIES. WILL/EXTEND 3" BEYOND MONQ‘TS
“ . _ _ ON ALL SIDES - SEE DETAIL BEL .
",‘ Dig hole 2x wider than dia. of root ball THE DOZEN DECADES MONUMENT
s IS A BURIED TIME CAPSULE AND

' Back fill with specified soil- avoid air WILANOT HAVE A CONCRETE PAD.)

pockets (see specifications) e ® ®

———

N —
NN B

LG s IR MONUMENT RELOCATION PLAN MONUMENT RELOCATION DETAIL

! '—:mE EmEmEmEmEm:—l 11—
S TS =T SCALE: 1" = 10' SCALE: 1" =5’
© COPYRIGHT 2014 R.A. SMITH NATIONAL
DECIDUOUS TREE PLANTING DETAIL
NOT TO SCALE

APPROX. 3' TALL

Do not bury any bottom branches

Plant at same depth as previous level

Prune cut dead and broken
branches - retain natural
plant shape

Install 1 slow release fertilizer packet or APPROX. 3" - 5" TALL

manufacterer's recommended quantity,
adjacent to root ball

Finished grade-mlulchI .. Planting mix (see specifications)
eve ;

2-10"

Bedlines are to be cut crisp as per plan. a
clean definition between turf and plant bed
is required.

2-4"

. ‘
Dig hole 2x wider // [ ;
than dia. of root ball . —F
. { v ’

SO

Top of mulch to be flush

=\ with turf y
u;ﬁgzﬁ__m A ulen A DOZEN DECADES OF DEDICATION
i SUNDIAL MONUMENT MONUMENT - NO PAD
PAPER FIBER POT CONTAINER GROWN SRR 3 SCALE 1"=1-0 SCALE 1"=1"-0

</
&/
REMOVE RIM AND CAREFULLY REMOVE FROM
SCORE POT WITH KNIFE PLASTIC POT AND SCORE ROOTS 1"
DEEP WITH A SHARP KNIFE 3 NG T,
POTTED SHRUB PLANTING DETAIL SHOVEL CUT PLANT BED EDGING DETAIL 4 K
NOT TO SCALE NOT TO SCALE -
‘. APPROX.
L 48" - 60" TALL
: N

Dig hole 2x wider than dia. of root ball . 7

Prune out any brown branches

3" "9 . ‘4«
Do not bury any bottom branches “
Plant at same depth as previous level 3"
Install 2 slow release fertilizer packets MONUMENT PAD DETAIL - PLAN VIEW L
per B&B shrub and 1 per potted shrub, or SCALE 1" = 1'-0 /
manufacturer's recommended quantity

/

condition - do not build up mulch onto

(see specifications) ) ' - Concrete Base
- . 5 branches
(A~
/) £

/

Portland Cement

U%M?] éﬁ-—% __%Mﬁm%glgl ; >4 Remove twine and burlap from (4000 psi)
TTI—1 T

© COPYRIGHT 2014 R.A. SMITH NATIONAL Dig hole 2x wider than SE et = = top 1/3 of root ball - score %" CABC (compacted

adjacent to root ball
Planting mix (see specifications) \ N
Finished grade-mulch level
g . Prune out dead and broken
: — Mulch layer - branches-retain normal plant N APPROX. 8" - 12" TALL
. N T . shape Finish Grade
] = =t A\
U 2 2 s ) ] . . 5 . .
e N A Planting mix ] Plant at same level as previous growing . — ‘ e o J

BALLED & BURLAPPED CONTAINER GROWN dia. of root ball ey : 7 i i ;e?hip;nfnﬁles of buriap with 10 90% modified protor) = Qﬁ@ﬁﬁﬁﬁﬁﬁﬁﬁn M
== Suitable, nati T == ==
REMOVE BURLAP AND CAREFULLY REMOVE FROM Existing subgrade _/!EL e =] Install 2 slow release fertilzer packets Compa;'ez S‘f,b’;i‘ggg R \/
TWINE FROM TOP 1/3 OF PLASTIC POT AND SCORE Mﬁ@ﬁ@ﬁmE@ﬁ_ﬂﬁm? or manufacturer's recommended quantity,
ROOT BALL AND SCORE ROOTS 1" DEEP WITH A T T adjacent to root ball
© COPYRIGHT 2014 R.A. SMITH NATIONAL
REMAINING 2/3 SHARP KNIFE MONUMENT PAD DETAIL
EVERGREEN SHRUB PLANTING DETAIL DECIDUOUS SHRUB PLANTING DETAIL (FOR ALL MONUMENTS EXCEPT DOZEN DECADES MONUMENT) COMBAT WOUNDED VETERANS MONUMENT CIRCLE OF FLAGS MONUMENT
NOT TO SCALE NOT TO SCALE NOT TO SCALE SCALE 1" = 1*-0 SCALE 1" = 1'-0
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SPI—4 — PLASTER, EXTERIOR SOFIT AT WINDOW BANK

>

TF5F — 0—5" FITTINGS ON FIBERGLASS

FLOOR PLAN LEGEND:

19'—11" @ 20'-7" @ 19'-11" @ :
] ] | REMOVE FOUNDATION WALL CONSTRUCTION FOR e OSEE SHEETS ADOT THRU ADOZ FOR PROJECT
| | | NEW WALL OPENING. COORDINATE EXTENT OF PHASING DRAWINGS & NOTES.
WALL DEMOLITION w/ NEW CONSTRUCTION PLANS. e ALL DEMOLITION WORK TO BE BY GENERAL
3 | e ] e SEE STRUCTURAL DRAWINGS FOR ADDITIONAL CONTRACTOR UNLESS NOTED OTHERWISE.
) | N b L STRUCTURAL REQUIREMENTS.
Q ) 3 | | | | | —— e GENERAL CONTRACTOR RESPONSIBLE FOR THE
>~ 5 - C___J L__J gy q& (2) REMOVE EXISTING WALL CONSTRUCTION IN ITS COORDINATION OF ALL DEMOLITION W/ NEW
02 mo=TS i ENTIRETY, INCLUDING ALL DOORS & ASSOCIATED CONSTRUCTION WORK.
= n o =1no :
CPPp0 __ 4 03=0 WINDOW OPENINGS FROM FLOOR TO STRUCTURE
‘E§<E%8 S| N R T ABOVE. (NOT USED ON THIS SHEET) e ALL EQUIPMENT & FURNISHINGS TO BE
= | - =T R —- DISCONNECTED AND REMOVED BY CONTRACTOR.
- O] [P Eﬂropie}% LFe) !J @ REMOVE EXISTING DOOR/WINDOW OPENING IN ITS VA TO BE NOTIFIED WHEN EQUIPMENT &
- o g A ENTIRETY, INCLUDING ALL ASSOCIATED SILLS, FURNISHINGS ARE AVAILABLE AND BE GIVEN THE
| HEADS, & FLASHINGS. OPTION TO TAKE POSSESSION OF ALL
/IL (NOT USED ON THIS SHEET) EQUIPMENT & FURNISHING.
' +
-------- — 5 I~ @ REMOVE EXISTING BUILDING CANOPY IN ITS e CONTRACTOR TO DISPOSE & REMOVE ALL
D ggg A ENTIRETY INCLUDING ALL ASSOCIATED CONCRETE FQUIPMENT & FURNISHINGS FROM PROJECT SITE
Q*Qm% COLUMNS & FOUNDATION WALL FOOTINGS. THAT THE VA DOES NOT CARE TO RETAIN.
mom (NOT USED ON THIS SHEET)
S e VERIFY ALL DIMENSIONS & EXISTING CONDITIONS
@ REMOVE EXISTING EXISTING CONCRETE PAVING. AT JOB SITE PRIOR TO THE START OF
SEE CIVIL DRAWINGS FOR ADDITIONAL DEMOLITION WORK. CONTRACTOR IS RESPONSIBLE
n REQUIREMENTS. FOR THE DEMOLITION & REMOVAL OF ALL ITEMS
T.%4;’IL_E gAg’"_— TO. PILE CA£>= T.0. PILE CA£’= PILE CA;=‘ T.0. PILE CAg’= (NOT USED ON THIS SHEET) AS REQUIRED TO MEET THE REQUIREMENTS OF
. 642 - 8% 642 - 8% A2 - 83 642 - 8 3"
e = . M _/ = (6) REMOVE EXISTING EXISTING CEILING FINISH IN ITS THE NEW CONSTRUCTION DRAWINGS.
O S ] - — — — — j —— E/';‘g'TREENTEYF%S'N(écLUFDlelNAGLL ASSOCIATED TRIM, e UNLESS NOTED OTHERWISE, ALL DASHED ITEMS
- _ : - ARE TO BE REMOVED.
o 5 (NOT USED ON THIS SHEET)
| —2] 64" 10°-5 AN memr e REFER TO MEP DRAWINGS FOR ADDITIONAL
- QD 2k o N DEMOLITION ITEMS & NOTES. COORDINATE
(F)- ,, . 2’ DEMOLITION WORK w/ PLUMBING, HVAC &
d— L[]
J g = ASBESTOS ABATEMENT PLAN KEY NOTES: ELECTRICAL REQUIREMENTS.
€3 3 o il T e REFER TO CIVIL DRAWINGS FOR ADDITIONAL SITE
g © 0 A MC—4 — CAULK, LIGHT GRAY ON EXTERIOR STONE AGGREGATE PANELS DEMOLITION ITEMS & NOTES.
0 AND WINDOW FRAMES
] e MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL
“ : — — MFT9—1 — 9” FLOOR TILE & MASTIC, TAN WITH WHITE ACCENTS SPACES N THE BUILDING NOT-AFFECTED BY
R £ || T A ’ THIS WORK. COORDINATE WITH OWNER ANY
= o © DISRUPTION IN SERVICES REQUIRED TO PERFORM
0 MRFG — ROOFING, EXTERIOR CANOPY
%g 58S H— & ’ WORK OR TO MODIFY EXISTING PIPING,
O 2
SSxsS |1 o é MSF—1 — VINYL SHEET FLOORING, BLUE WITH WHITE AND GRAY ACCENTS DUCTWORK OR ANY ASSOCIATED  EQUIPMENT.
< o 3o W ON INTERIOR BOARDER ONLY ALONG WALL AT DEMOLITION AREA e CONSTRUCT A DUST—PROOF PARTITION TO
O = I e SEPARATE AREAS OF CONSTRUCTION FROM
g 3 A MWG—1 — WINDOW GLAZING, LIGHT GRAY ON 1ST FLOOR EXAM ROOMS ADJACENT OCCUPIED AREAS OUTSIDE SCOPE OF
- f CONSTRUCTION.

MWP—70 — WATERPROOFING, BLACK ON EXTERIOR WALL AT FLOWER BED

22’117

_ =¥ FIRE EXTINGUISHER
o]
U+ _m
U+ e . FEC
U_'\—|C) O uwwo
5O 55 1. ACM ABATEMENT CONTRACTOR: REMOVE ACM MATERIALS IDENTIFIED IN
(E-3- O N PLANS AND SPECIFICATIONS, AND IN ACM REPORT. NOTIFY ENGINEER |G} EMERGENCY EXIT LIGHT
o3 PRIOR TO REMOVAL OF ANY ACM MATERIALS FOR APPROVAL OF
i CONTAINMENT, SETUP, AND REMOVAL PROCEDURES. OBTAIN APPROVAL "\
PRIOR TO STARTING ACM REMOVAL. NOTIFY ENGINEERING PRIOR TO 1 NEW DOOR -
: ENCAPSULATION TO HAVE VA I.H. APPROVE REMOVAL. PROVIDE MINIMUM SEE DOOR SCHEDULE
2 14 DAYS NOTICE. PROVIDE ACM DISPOSAL DOCUMENTATION PRIOR TO %
L RELEASE OF RETAINAGE AND FINAL PAYMENT. u EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

=

NEW WALL/PARTITION
— SEE WALL TYPES

L

4

|
T.0. P|LE CAP
642| - 8 3

EXISTING WALL TO REMAIN

Q') ____________ EXISTING WALL TO BE REMOVED
: * NOTE — SEE FLOOR PLAN & PARTITION TYPES FOR
ALL WALL WIDTHS & TYPICAL CONSTRUCTION.
e see sem msm msw omm CONSTRUCTION LIMITS
@»_A‘__ E e == == == == (ONE HOUR FIRE WALL
s == == === [WO HOUR FIRE WALL
T.0. PILE CAP =
BUILDING 111 - LOWER LEVEL 'ENTRY' DEMOLITION PLAN
SCALE: %" = 1'-0"
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] _ . Drawirjg 'I_'itle Project Title Project Number
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(W) @ @ @ @ DEMOLITION KEY NOTES: DEMOLITION PLAN NOTES:
L 18'—5" ” 19'—11” ” 20'-7" ” 19'=11" T
[INEDETS | | | | REMOVE FOUNDATION WALL CONSTRUCTION FOR e SEE SHEETS ADOT THRU ACO2 FOR PROJECT
| | | | | NEW WALL OPENING. COORDINATE EXTENT OF PHASING DRAWINGS & NOTES.
y _ WALL DEMOLITION W/ NEW CONSTRUCTION PLANS. e ALL DEMOLITION WORK TO BE BY GENERAL
8_'% 8\[} I I [ _/ gé; | SEE STRUCTURAL DRAWINGS FOR ADDITIONAL CONTRACTOR UNLESS NOTED OTHERWISE.
Lssd — kP j STRUCTURAL REQUIREMENTS. GENERAL CONTRACTOR RESPONSIBLE FOR THE
=0 S (NOT USED ON THIS SHEET) *
U : = COORDINATION OF ALL DEMOLITION W/ NEW
o Y oY St s @ REMOVE EXISTING WALL CONSTRUCTION IN TS CONSTRUCTION WORK.
Qo e 0P <+ W Nl ENTIRETY, INCLUDING ALL DOORS & ASSOCIATED
- & - & g =EN IR WINDOW OPENINGS FROM FLOOR TO STRUCTURE e ALL EQUIPMENT & FURNISHINGS TO BE
B 0 -On AN ABOVE. DISCONNECTED AND REMOVED BY CONTRACTOR.
L [
o A |k @ Revove exsTNG ooom/mmoow osewe i s | | YATO.BE NOTFIED N EaubueNT &
705577 777, Lz e ENTIRETY, INCLUDING ALL ASSOCIATED SILLS, OPTION TO TAKE POSSESSION OF ALL
B s s W o I HEADS, & FLASHINGS. EQUIPMENT & FURNISHING.
- Y A 5 i v % AT = @ (4) REMOVE EXISTING BUILDING CANOPY IN ITS
_ W\ 2 V2 ///;‘%"/}‘ L N Y, /////4 »O X SRR ENTIRETY INCLUDING ALL ASSOCIATED CONCRETE e CONTRACTOR TO DISPOSE & REMOVE ALL
S U Yl dplldii//7/ maizzzzizzzzzz, 272/ hak O EQUIPMENT & FURNISHINGS FROM PROJECT SITE
=R 24 g4 COLUMNS & FOUNDATION WALL FOOTINGS.
5 T ' 7 éf? 7 %//ﬁ/;%//@?/%%/# A2/ 727 THAT THE VA DOES NOT CARE TO RETAIN.
~ =<9 A Z A il i i i i deididdddddd i i [ (5) REMOVE EXISTING EXISTING CONCRETE PAVING,
< - ¢§¢¢////// P i v ////JF/%//////////////////// L SEE CIVIL DRAWINGS FOR ADDITIONAL e VERIFY ALL DIMENSIONS & EXISTING CONDITIONS
a NI §¢4////// el L 7 G RN uOf = REQUIREMENTS. AT JOB SITE PRIOR TO THE START OF
— _/%% £ @ A i 4 s CARY I STT7200 0 i S Lo ST @ REMOVE EXISTING EXISTING CEILING FINISH IN TS DEMOLITION WORK. CONTRACTOR IS RESPONSIBLE
oy S U - — Dl o2 i dddddd At o % o0 == 0 ENTIRETY. INCLUDING ALL ASSOCIATED TRIM FOR THE DEMOLITION & REMOVAL OF ALL ITEMS
SRR oz Uiz L 4 7 < =ha FASTENERS, & FRAMING | AS REQUIRED TO MEET THE REQUIREMENTS OF
9 —= <9 - T = N / ’ ‘ THE NEW CONSTRUCTION DRAWINGS.
‘_\‘_ C U _— — _—— - - - =T —l L
_A__ 3 , o) = e UNLESS NOTED OTHERWISE, ALL DASHED ITEMS
5 e g 1l 5 A\ aEh ASBESTOS ABATEMENT PLAN KEY NOTES T R
© < o = o g
T A >o nSo—w g O, S (Y EE e REFER TO MEP DRAWINGS FOR ADDITIONAL
2 SN LXS S i 61'=0" (&) IS M —
S =S — | o 3 | | DEMOLITION ITEMS & NOTES. COORDINATE
@_A‘__ o= A4 ﬁ ‘ﬁ ©) o=\ A N NG é MC—4 — CAULK, LIGHT GRAY ON EXTERIOR STONE AGGREGATE PANELS DEMOLITION WORK w/ PLUMBING, HVAC &
Y °FT S0y e A LS AND WINDOW FRAMES FLECTRICAL REQUIREMENTS. ’
ha > R = N gl 5 »
o ST A MRFG — ROOFING, EXTERIOR CANOPY DEMOLITION TTEMS - & NOTES.
_r IAVAN |ﬂ /\ ’ e MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL
: | —— |l = ] L [ é MSF—1 — VINYL SHEET FLOORING, BLUE WITH WHITE AND GRAY ACCENTS SPACES IN THE BUILDING NOT AFFECTED BY
| - Tl < ON INTERIOR BOARDER ONLY ALONG WALL AT DEMOLITION AREA THIS WORK. COORDINATE WITH OWNER ANY
> - s Q| - © @ DISRUPTION IN SERVICES REQUIRED TO PERFORM
> hXeMy % o - - ] A MWG—1 — WINDOW GLAZING, LIGHT GRAY ON 1ST FLOOR EXAM ROOMS WORK OR TO MODIFY EXISTING PIPING,
.= L~ o | | | DUCTWORK OR ANY ASSOCIATED EQUIPMENT.
Ey; L | % | A SPI—4 — PLASTER, EXTERIOR SOFIT AT WINDOW BANK e CONSTRUCT A DUST=PROOF PARTITION TO
-Av— | | | ) SEPARATE AREAS OF CONSTRUCTION FROM
— A TFSF — 0-=5" FITTINGS ON FIBERGLASS ADJACENT OCCUPIED AREAS OUTSIDE SCOPE OF
cegg X | | CONSTRUCTION.
NSO | | MWP—70 — WATERPROOFING, BLACK ON EXTERIOR WALL AT FLOWER BED
— Ll ¥ = O\
‘a ﬁ I | [} &) —{ | |
- nl .
. f B H| B 5 : : ASBESTOS ABATEMENT PLAN NOTES: FLOOR PLAN LEGEND:
N =
- T wee 8 |.{| w “AA | | 1. ACM ABATEMENT CONTRACTOR: REMOVE ACM MATERIALS IDENTIFIED IN FE €= FIRE EXTINGUISHER
RS 8m8 Il | | PLANS AND SPECIFICATIONS, AND IN ACM REPORT. NOTIFY ENGINEER -
NN PRIOR TO REMOVAL OF ANY ACM MATERIALS FOR APPROVAL OF
YAVON il | | CONTAINMENT, SETUP, AND REMOVAL PROCEDURES. OBTAIN APPROVAL — FIRE EXTINGUISHER  CABINET
| | PRIOR TO STARTING ACM REMOVAL. NOTIFY ENGINEERING PRIOR TO
-A\-— =4 j - [] | | ENCAPSULATION TO HAVE VA |.H. APPROVE REMOVAL. PROVIDE MINIMUM @ EMERGENCY EXIT LIGHT
| ] &, A [ @ —] 14 DAYS NOTICE. PROVIDE ACM DISPOSAL DOCUMENTATION PRIOR TO
| =0 @ | | RELEASE OF RETAINAGE AND FINAL PAYMENT. "\
! =< A al | | NEW DOOR -
- - i P SEE DOOR SCHEDULE
° =2 ﬁjﬂ D | | A
| v Q | NG | |
o 5 u EXISTING DOOR TO REMAIN
2 = = | %| J @ | % |
oN - ~
™ 7
EQ 6 |U| | | 2 EXISTING DOOR TO BE REMOVED
L - | _ _
(E2)-—4- | —— ~ T NEW WALL/PARTITION
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BUILDING 70 - CONNECTING CORRIDOR
DEMOLITION PLAN

SCALE: 3" = 1'-0"

ASBESTOS ABATEMENT PLAN KEY NOTES:

DEMOLITION PLAN NOTES:

FLOOR PLAN LEGEND:

> P

MC—4 — CAULK, LIGHT GRAY ON EXTERIOR STONE AGGREGATE PANELS
AND WINDOW FRAMES

MFT9—1 — 9” FLOOR TILE & MASTIC, TAN WITH WHITE ACCENTS
MRFG — ROOFING, EXTERIOR CANOPY

MSF—1 — VINYL SHEET FLOORING, BLUE WITH WHITE AND GRAY ACCENTS
ON INTERIOR BOARDER ONLY ALONG WALL AT DEMOLITION AREA

MWG—1 — WINDOW GLAZING, LIGHT GRAY ON 1ST FLOOR EXAM ROOMS
SPI-4 — PLASTER, EXTERIOR SOFIT AT WINDOW BANK
TF5F — 0—5" FITTINGS ON FIBERGLASS

MWP—-70 — WATERPROOFING, BLACK ON EXTERIOR WALL AT FLOWER BED

ASBESTOS ABATEMENT PLAN NOTES:

ACM ABATEMENT CONTRACTOR: REMOVE ACM MATERIALS [DENTIFIED IN
PLANS AND SPECIFICATIONS, AND IN ACM REPORT. NOTIFY ENGINEER
PRIOR TO REMOVAL OF ANY ACM MATERIALS FOR APPROVAL OF
CONTAINMENT, SETUP, AND REMOVAL PROCEDURES. OBTAIN APPROVAL
PRIOR TO STARTING ACM REMOVAL. NOTIFY ENGINEERING PRIOR TO
ENCAPSULATION TO HAVE VA |.H. APPROVE REMOVAL. PROVIDE MINIMUM
14 DAYS NOTICE. PROVIDE ACM DISPOSAL DOCUMENTATION PRIOR TO
RELEASE OF RETAINAGE AND FINAL PAYMENT.

SEE SHEETS AOO01 THRU A002 FOR PROJECT
PHASING DRAWINGS & NOTES.

ALL DEMOLITION WORK TO BE BY GENERAL
CONTRACTOR UNLESS NOTED OTHERWISE.

GENERAL CONTRACTOR RESPONSIBLE FOR THE

COORDINATION OF ALL DEMOLITION W/ NEW
CONSTRUCTION WORK.

VERIFY ALL DIMENSIONS & EXISTING CONDITIONS
AT JOB SITE PRIOR TO THE START OF
DEMOLITION WORK. CONTRACTOR IS RESPONSIBLE
FOR THE DEMOLITION & REMOVAL OF ALL ITEMS
AS REQUIRED TO MEET THE REQUIREMENTS OF
THE NEW CONSTRUCTION DRAWINGS.

UNLESS NOTED OTHERWISE, ALL DASHED ITEMS
ARE TO BE REMOVED.

REFER TO MEP DRAWINGS FOR ADDITIONAL
DEMOLITION ITEMS & NOTES. COORDINATE
DEMOLITION WORK w/ PLUMBING, HVAC &
ELECTRICAL REQUIREMENTS.

REFER TO CIVIL DRAWINGS FOR ADDITIONAL SITE
DEMOLITION ITEMS & NOTES.

MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL
SPACES IN THE BUILDING NOT AFFECTED BY
THIS WORK. COORDINATE WITH OWNER ANY
DISRUPTION IN SERVICES REQUIRED TO PERFORM
WORK OR TO MODIFY EXISTING PIPING,
DUCTWORK OR ANY ASSOCIATED EQUIPMENT.

CONSTRUCT A DUST—PROOF PARTITION TO
SEPARATE AREAS OF CONSTRUCTION FROM
ADJACENT OCCUPIED AREAS OUTSIDE SCOPE OF
CONSTRUCTION.

FE &= FIRE EXTINGUISHER

FEC
FIRE EXTINGUISHER CABINET

C
@ EMERGENCY EXIT LIGHT

NEW DOOR -
SEE DOOR SCHEDULE

=
==

>

EXISTING DOOR TO REMAIN

=
AN
-

EXISTING DOOR TO BE REMOVED

NEW WALL/PARTITION
— SEE WALL TYPES

EXISTING WALL TO REMAIN

____________ EXISTING WALL TO BE REMOVED

* NOTE — SEE FLOOR PLAN & PARTITION TYPES FOR
ALL WALL WIDTHS & TYPICAL CONSTRUCTION.

e mee mew osssm omsm ommm CONSTRUCTION LIMITS

e == == == == ONE HOUR FIRE WALL
m @m= == == [WO HOUR FIRE WALL

DEMOLITION KEY NOTES:

ELEVATION FINISHES LEGEND:

REMOVE EXISTING CONCRETE STOOP IN ITS
ENTIRETY INCLUDING ALL FOUNDATION WALLS &
ASSOCIATED WALL FOOTINGS.

REMOVE EXISTING WALL CONSTRUCTION IN ITS
ENTIRETY, INCLUDING ALL DOORS & ASSOCIATED
WINDOW OPENINGS FROM FLOOR TO STRUCTURE
ABOVE.

NEW EXTERIOR BRICK VENEER
MANUFACTURER: BELDEN BRICK COMPANY
FINISH: SEAL BROWN VELOUR

EXISTING EXTERIOR BRICK
VENEER TO REMAIN

GENERAL PLAN NOTES:

EXTERIOR WALL TYPES:

CONTRACTOR TO FIELD VERIFY ALL EXISTING
CONDITIONS, INCLUDING ALL EXISTING
FLOOR—=TO—-FLOOR HEIGHTS, EXISTING
FLOOR/WALL CONSTRUCTION, & ALL EXISTING
DIMENSIONS, PRIOR TO THE START OF WORK.

SEE SPECIFICATIONS FOR MATERIALS
SPECIFICATIONS & REQUIREMENTS.

SEE SHEETS AOO1 THRU A00Z FOR PROJECT
PHASING DRAWINGS & NOTES.

MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL
SPACES IN THE BUILDING NOT AFFECTED BY
THIS WORK. COORDINATE WITH OWNER ANY
DISRUPTION IN SERVICES REQUIRED TO PERFORM
WORK OR TO MODIFY EXISTING PIPING,
DUCTWORK OR ANY ASSOCIATED EQUIPMENT.

CONSTRUCT A DUST—PROOF PARTITION TO
SEPARATE AREAS OF CONSTRUCTION FROM
ADJACENT OCCUPIED AREAS OUTSIDE SCOPE OF
CONSTRUCTION.

ALL NEW WALLS ARE DIMENSIONED FINISHED
FACE—OF—=WALL TO FINISHED FACE—OF—WALL.

ALL NEW WALLS TO EXTEND TO UNDERSIDE OF
FLOOR OR ROOF STRUCTURE UNLESS NOTED
OTHERWISE.

SEE SHEET A810 FOR NEW DOOR SCHEDULE,
NEW DOOR & FRAME TYPES, & WINDOW
ELEVATIONS.

PROVIDE CONTINUOUS CAULK JOINT AROUND ALL
NEW & EXISTING DOOR & WINDOW OPENINGS,
AT ALL NEW & EXISTING MEP PENETRATIONS, &
ALL LOCATIONS WHERE DISSIMILAR MATERIALS
MEET. TYPICAL OF ALL FLOOR, WALL, & CEILING
LOCATIONS.

@ TYPICAL EXTERIOR BRICK VENEER WALL:
(WALL THICKNESS = AS SHOWN & NOTED)

4” BRICK VENEER WALL CONSISTING OF 4" FACE
BRICK, AIR SPACE, 2" RIGID INSULATION, SPRAY
APPLIED AIR AND VAPOR BARRIER SYSTEM ON 8”
CONCRETE MASONRY UNIT (CMU) WITH
ADJUSTABLE (TWO—PIECE) HORIZONTAL MASONRY
JOINT REINFORCEMENT. INTERIOR WALL TO BE
FURRED OUT WITH 2" STEEL STUDS @ 16" 0.C.,
WITH %" GYPSUM BOARD ONE SIDE.

PROVIDE CAVITY DRAINAGE MATERIAL, EMBEDDED
FLASHING, CAVITY WEEPS / VENTS @ 24" OC, &
MASONRY EXPANSION AND CONTROL JOINTS.
COMPARTMENTALIZE CAVITY AND PROVIDE CAVITY
WEEPS / VENTS AT TOP AND BOTTOM OF CAVITY
TO INDUCE AIR FLOW.

NEW BRICK VENEER FINISH MATCH EXISTING
BRICK VENEER.

SEE STRUCTURAL DRAWINGS FOR ADDITIONAL
GROUTING & REINFORCING REQUIREMENTS.

WALL PARTITION TYPES:

3 % STEEL STUDS @ 16" OC WITH 3" SOUND ATTENUATION

INSULATION & ONE LAYER 3" GYPSUM BOARD @ EACH FACE.
PROVIDE 1 HR RATED UL #U465 DESIGN WHERE 1 HR WALL
CONSTRUCTION IS INDICATED ON PLANS.

3 3" STEEL STUDS @ 16" OC WITH 3" SOUND ATTENUATION
INSULATION & ONE LAYER 2" GYPSUM BOARD ONE SIDE.

FLOOR PLAN KEY NOTES:

@ NEW CONCRETE STOOP — SEE STRUCTURAL
DRAWINGS.

@ NEW CONCRETE WALK — SEE CIVIL DRAWINGS.

FINAL CONSTRUCTION DOCUMENTS
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